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NOTES: 


RESISTORS ARE 1/2 WATT UNLESS MARKED OTHERWISE, 
RESISTOR VALUES ARE IR OHMS (K-1000, +1, 000, 000), 


CAPACITOR VALUES LESS THAN 1 ARE-IN uF. CAPACITOR 
VALUES 1 ORABOVE ARE IN pF UNLESS MARKED OTHERWISE, 
VOLTAGE MEASUREMENTS WERE TAKEN USING A KIGH INPUT 
IMPEDANCE VOLTMETER FROM THE POINT {NDICATED TO CHASSIS 
GROUND. VOLTAGES MAY VARY 220s. MEASUREMENTS OBTAINED 
WITH SELECTOR SWITCH (SWI) IN CAL POSITION. 


ALL PARTS WITHIN THE DASHED LINE AREA ARE MOUNTED O1 
THE CIRCUIT BOARD. 


SELECTOR SWITCH.Sw1 SHOWN IM CALIBRATE POSITION AND 
VIEWED FROM WAFER END OF SWITCH, 


SWITCH SW4 SHOWN 18 LOW POSITION. 
SWITCH $¥6 SHOWN IN ON POSITION, 


SELECTOR SWITCH POSITIONS FOR PRI AND SEC SIGNAL SOURCES 


8. SWITCHES SW2, SW3, AND SW5 SHOWN IN PUSHED-IN POSITLON. 


* 3 CD THIS sviteot INDICATES & DC VOLTAGE MEASURED FROM 


THE POINT INDICATED TO CHASSIS GROUND. 
9.(IP THIS SYMBOL INDICATES A NEGATIVE HIGH VOLTAGE 


MEASURED FROM THE POINT INDICATED TO CHASSIS 
GROUND, (CAUTION. HIGH VOLTAGE? 


2. g THIS SeMBOL iNoICATES CIRCUIT GROUKD (COMMON FOIL) 
On C1gCULT BOARD, 


22. _L_ THIS SYMBOL INDICATES CHASSIS GROUND, 


15.[—] THIS SYMBOL INDICATES CIRCUIT BOARD WIRE CONNECTING 
POINTS. 


144 ARROW ON CONTROL INDICATES COUNTERCLOCKWISE 
ROTATION AS VIEWED FROM SHAFT EMD OF CONTROL. 
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